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	FORM

	
	
	

	Customer details:
Mine, union:___________________________________________________________________
longwall, seam, section: __________________________________________________________
Е mail: ________________________________________________________________________
Telephone/Fax: _________________________________________________________________
Contact person, tel.______________________________________________________________
Offer submission term: _____________________Equipment delivery time: _________________


	
	
	
	
	
	
	
	

	 
	Parameter name
	Unit of measure
	Number

	1*
	Conveyor type (stationary, telescopic, cargo, cargo-personnel, transportation of people along the upper branch, transportation of people along the upper and lower branches)
	-
	

	2*
	Operation place (mine, surface, etc.)
	-
	

	3*
	Mine roadway name
	-
	

	4*
	Delivery length of conveyor (along drum axes)
	m.
	

	5*
	Operational (peak) throughput capacity
	t/h
	

	6*
	Specific gravity of transported material
	t/m3
	

	7*
	Belt rated linear speed
	m/s
	

	8*
	Average angle of the conveyor
	degr.
	

	9*
	Conveyor power electrical equipment voltage
	V
	

	10
	Conveyor belt

	 
	Belt type (rubber-fabric, rubber-cord, synthetic)
	-
	

	
	Belt design version (underground version, surface version)
	-
	

	
	Weight of one square meter of belt
	kg
	

	
	Rated belt width (800,1000,1200,1400,1600)
	mm.
	

	
	Belt breaking strength (800,1000,1250,1500,1600,2000,2500)
	N/mm.
	

	
	Number of pads (for rubber bands 2,3,4,5)
	pcs.
	

	
	Working lining thickness
	mm.
	

	
	Non-working lining thickness
	mm.
	

	
	Length of delivered belt pieces
	m.
	

	
	Quantity of delivered belt
	m.
	

	11
	Unloading section

	 
	Unloading section length (outrigger length)
	m.
	

	
	Unloading section drum diameter
	mm.
	

	
	Drum lining type (replaceable / non-replaceable, without lining)
	-
	

	
	Deflector rollers (yes/no)
	-
	

	
	Number of deflector rollers
	pcs.
	

	12
	Drive unit

	 
	Drive unit reducer type
	-
	

	
	Reducer gear ratio
	-
	

	
	Location of the reducer along the conveyor (right / left).
	-
	

	
	Electric motor type 
	-
	

	
	Electric motor power
	kW.
	

	
	Number of electric motors
	pcs.
	

	
	Drive unit drum diameter
	mm.
	

	
	Number of drive drums before tensioning
	pcs.
	

	
	Belt wrap angle of drive drums (total)
	pcs.
	

	
	Drum lining type (replaceable / non-replaceable, without lining)
	-
	

	
	Electric motor-reducer connection (petal coupling, hydraulic coupling, FPTC (flexible pin type coupling))
	-
	

	
	Reducer-drive drum connection (gear coupling, petal coupling)
	-
	

	
	Brake on the drive unit (yes, no)
	-
	

	
	Brake gear (ПЭТ, ТЭГ, ТЭ)
	-
	

	13
	Deflecting section

	 
	Deflector rollers (yes/no)
	-
	

	
	Number of deflector rollers
	pcs.
	

	
	Drum diameter of deflecting section
	mm.
	

	
	Drum lining type (replaceable / non-replaceable, without lining)
	-
	

	14
	Tensioning station (with grippers on rails) with electric motor

	 
	Position of traction station (drive, end section) *
	-
	

	
	Tensioning station carriage travel
	m.
	

	
	Deflector rollers (yes/no)
	-
	

	
	Number of deflector rollers
	pcs.
	

	
	Tensioning station drum diameter
	mm.
	

	
	Drum lining type (replaceable / non-replaceable)
	-
	

	
	Hoisting tackle blocks
	 
	

	
	Type of tension winch with electric motor
	 
	

	15
	Hoisting tackle rack

	 
	Block (one, two)
	 
	

	
	Hydraulic sensor
	 
	

	
	Pressure gauge (electric-contact pressure gauge, pressure gauge)
	-
	

	16
	Conveyor line

	  
	Conveyor line design (hard ground, rope ground, rope suspended). *
	-
	

	
	Distance between upper rollers
	m.
	

	
	Distance between lower rollers
	m.
	

	
	Carrying rope diameter (for rope ramps)
	mm.
	

	
	Carrying rope length (for rope ramps)
	m.
	

	
	Suspension of the lower belt (distance from the lower belt to the upper)
	m.
	

	
	Side roller inclination angle
	degr.
	

	
	Roller support type
	
	

	
	Roller service life
	m/h.
	

	
	Number of roller supports in delivery set
	pcs.
	

	
	Number of cleaners
	pcs.
	

	18
	Loading device

	 
	Loading device type (supporting, stationary)
	-
	

	
	Number of loads
	pcs.
	

	
	Conveyor loading (end, end and intermediate)
	-
	

	
	Loading device length
	m.
	

	
	Deflector rollers (yes/no)
	-
	

	
	Number of deflector rollers
	pcs.
	

	19
	End station

	 
	End station type (support, stationary)
	-
	

	
	Deflector rollers (yes/no)
	-
	

	
	Number of deflector rollers
	pcs.
	

	
	End section drum diameter
	mm.
	

	
	Drum lining type (replaceable / non-replaceable, without lining)
	-
	

	20
	Electrical equipment

	20.1
	Starting equipment
	 
	

	
	
	
	

	20.2
	Automation equipment
	 
	

	
	
	
	

	20.3
	Cable products
	 
	

	
	
	
	

	21
	УВПК-Б1 Water Fire Extinguishing Unit 
	pcs.
	

	22
	Maximum dimensions of the drive unit in terms of location in the cross-section of the drive compartment
	m.
	

	23
	Maximum dimensions of equipment during transportation in the shaft and mine roadways
	m.
	

	24
	SPTA
	pcs.
	 

	 
	
	
	

	25
	Additional requirements:

	 
	
	 
	 


When changing the angle of inclination along the length of the conveyor, a diagram of the route of the ordered conveyor must be attached to the Form. It is advisable to attach a diagram of the location of the conveyors in the conveyor transport section.
*Required items
CONVEYOR BELT SPLICING DIAGRAM
	
	
	
	
	
	
	

	

	
	Signature of Customer _____________________________________________________   
(position, full name, signature, date)
Approved (on behalf of the Customer) _______________________________________________ 
LS
(position, full name, signature, date)
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