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QUESTIONNAIRE
	for ordering a tunnelling winch__________________________________

	enterprise __________________________________________________

	

	Customer Information:


	Association, pit, mine, shaft: _____________________________________________________________


	_____________________________________________________________________________________

	Еmail: ______________________________________________________________________________


	Phone/fax: ___________________________________________________________________________

	Contact person (name, position, tel.): ______________________________________________________

	____________________________________________________________________________________

	The date of the winch commissioning (planned): _____________________________________________

	Object: under construction, reconstructed, operating (underline as required)

	Organization handling the winch installation project: __________________________________________

	____________________________________________________________________________________
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                                           ___________________________(date of questionnaire preparation)
1 Working conditions:
	Item No.
	Parameter name
	UOM
	Response

	1
	Water abundance in the operation area of the product
	m3/h
	

	2
	Mine water aggressiveness
	рН
	

	3
	Results of analytical control of mine waters 
	
	

	
	(with a list of controlled substances) of sanitary -
	
	

	
	preventive laboratory
	-
	

	4
	Rock abrasiveness
	mg
	

	5
	Air flow speed in the area of operation of the product, m/s
	
	

	6
	Winch installation location:
	
	

	
	- indoors on a foundation (on the blocks)
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- outdoors on a foundation (on the blocks)
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- indoors on a stationary foundation
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	2
	Climatic version and placement category:
	
	

	
	- UHL3
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- Т5
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	3
	Average ambient temperature: 
	from
	ºС
	

	
	
	up to
	ºС
	

	4
	Location of the tunnelling winch for the project:
	-
	

	
	
	
	


2 Composition of the complex equipment:
	Item No.
	Parameter name
	UOM
	Response

	1
	Mechanical part
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	2
	Electrical part
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 



3 Hardware requirements
3.I General data of the tunnelling winch:
	Item No.
	Parameter name
	UOM
	Response

	1
	What the winch is used for:
	
	

	
	- descent, ascent, retention of the load
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- your own version
	-
	

	
	
	
	

	2
	Trailed vehicle:
	
	

	
	- lorry
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- formwork
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- your own version
	-
	

	
	
	
	


3.2 Depth:
	Item No.
	Parameter name
	UOM
	Response

	1
	Vertical shaft depth:
	
	

	
	- minimum
	m
	

	
	- maximum
	m
	

	2
	Vertical distance from the horizontal axis of the winch drum 
	
	

	
	to the horizontal axis of the hoisting sheave 
	m
	

	3
	Horizontal distance from the vertical axis of the winch drum 
	
	

	
	to the vertical axis of the hoisting sheave
	m
	

	4
	When the ultimate depth is reached 
	year
	


3.3 Load:
	Item No.
	Parameter name
	UOM
	Response

	1
	Normal payload lifted at a time:
	
	

	
	- lorry
	kg
	

	
	- formwork
	kg
	

	
	- auxiliary materials
	kg
	

	
	- your own version
	kg
	

	
	
	
	

	9
	Static tension of the cable rope on the first layer of coiling
	kN
	


 4 Scope of delivery:
	Item No.
	Parameter name
	Q-ty
	Response

	1
	Mechanical part of the tunnelling winch
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	2
	Electric part of the tunnelling winch
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	3
	Anchoring fasteners
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	4
	Spare parts set (basic)
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	5
	Set of tools and accessories (basic)
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	6
	Shelter of the winch to protect the mechanisms of mechanical and 
	
	

	
	the electrical parts of the winch from exposure to products
	
	

	
	of the environment (describe the requirements in detail 
	
	

	
	in the special requirements of the section - clause 10)
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	7
	Operational documentation:
	
	

	
	- paper form
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	
	- electronic form
	1 set
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	8
	Training of operating personnel during 
	
	

	
	installation and commissioning works *
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	9
	Servicing*
	-
	Yes FORMCHECKBOX 
  No FORMCHECKBOX 


	10
	Special requirements for the assembly and delivery of the tunnelling winch:

	

	

	

	

	

	


* - this service will be provided under a separate agreement.
5 Main parameters and dimensions of tunnelling winches:
	No. 
.
	Technical characteristic
	LPE5
	LPEP5
	LPE10
	LPEP10
	LPEP 16
	LPEP 25
	LPEP 45

	1
	Climatic version
	UHL3
	UHL3
	UHL3
	UHL3
	U3
	U3
	U3

	2
	Static tension of the cable rope
on the first layer of winding,
kN (tf), max
	49 
(5.0)
	49 
(5.0)
	98 
(10.0)
	98 
(10.0)
	156.8 
(16)
	245 
(25)
	441 
(45)

	3
	cable rope capacity
drum, m, min
	1500
at
dr=22 mm
	1500
at
dr=22 mm
	1,000
at
dr=28 mm
	1500
at
dr=28 mm
	1675
at
dr=40 mm
	1775
at
dr=45 mm
	2360 at dr =50.5 mm
1900 at dr =55 mm
1600 at dr =61.8 mm

	4
	cable rope speed, m/sec, max:
  - on the first layer of winding
  – on the last layer of winding 
	0.08
0.15
	0.075
0.15
	0.082
0.15
	0.075
0.15

	5
	Number of cable rope coil layers
	11
	8
	12
	13 at dr =50.5 mm
12 at dr =55 mm
11 at dr =61.8 mm

	6
	Angle of the tensioned cable rope, degr.
	15-75
	15-65
	15-50

	7
	Rated power of electric
drive motor, kW
	7.5
	15

	20

	26.5

	36

	50

	8
	Power supply current frequency, Hz
	50

	9
	Overall dimensions, mm:
  – length
  - width
  - height
	2710
2260
1345
	3810
2350
1640
	3530
2495
1850
	5700
3267
1880
	6950
3130
2440
	8300
3130
3000
	8350
3410
3275

	10
	Weight, kg, max
	4310
	4900
	8500
	10200
	16700
	23250
	37100


An example of a conventional designation of a mobile tunnelling winch in climatic version UHL3:
Winch LPE5 TU U 28.2-37041854-001:2014
An example of a conventional designation of a mobile tunnelling winch in climatic version UHL3:
Winch LPEP5 TU U 28.2-37041854-001:2014
An example of a conventional designation of a mobile tunnelling winch in climatic version UHL3:
Winch LPE10 TU U 28.2-37041854-001:2014
An example of a conventional designation of a mobile tunnelling winch in climatic version UHL3:
Winch LPE10 TU U 28.2-37041854-001:2014
An example of a conventional designation of a mobile tunnelling winch in climatic version U3:
Winch LPEP 16 GOST 7828-80
An example of a conventional designation of a mobile tunnelling winch in climatic version U3:
Winch LPEP 25 GOST 7828-80
An example of a conventional designation of a mobile tunnelling winch in climatic version U3:
Winch LPEP 45 GOST 7828-80
�
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