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FORM
For the supply of passenger mine cars for transporting people along inclined mine roadways (ВПН1 type)
 Customer details: 
Mine, union 
Mine roadway

Е-mail 
 
Telephone/fax 
Contact person (full name, position, tel.)
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 Set of delivery (All items must be filled)
	
	Parameter name
	ВПН1-10Г
	ВПН1-10П
	ВПН1-15Г
	ВПН1-15П

	1
	Mine car designation
	
	
	
	

	2
	Wheelset track width, mm
	600
	550
	900
	750

	3
	Number of mine cars to be delivered
	
	
	
	

	4
	Diameter, mm and designation of the traction rope for the head mine car
	
	

	5
	Side of alighting
(along the movement of the train)
	Left-hand
	Right-hand


Performance parameters (for reference)
	Parameter name and size

	ВПН1-10Г
	
	ВПН1-10П
	
	ВПН1-15Г
	ВПН1-15П

	Capacity, places
	
	10
	
	
	1
	5
	

	Body length, excluding coupling lengths, mm
	
	
	5250
	
	
	

	Width, mm
	
	1080
	
	14
	00
	
	

	Height from the rail head level, mm
	
	
	1500
	
	
	

	Wheelset track width, mm
	
	600 / 550
	
	
	
	
	900 / 750
	
	

	Wheel rim diameter,
mm
	
	
	350
	
	
	
	

	Mine car weight, kg
	2410
	
	
	
	2390
	
	
	2860
	
	
	2810

	Weight of mine car with
SPTA, kg
	2450
	
	
	
	2390
	
	
	2900
	
	
	2810


Signature of Customer 
Approved (on behalf of the Customer)

(position, full name, signature, date) 
(position, full name, signature, date)
Note: Operation of mine cars together with mine cars from other manufacturers is possible by additional agreement
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